SPECIFICATION -1

Providing and fixing 30mm thick Indian teak wood window shutter with 75x30mm size shutter
member, teak wood beading, SS jali having SS wire of average aperture 1.4mm & wire dia of
0.63mm including fixing with SS screw in shutter, 100 aluminum handles, 100mm SS hinges,
75mm SS stopper/magnet including applying wood primer and two coats of oil paint of

Asian/berger make etc complete as per design & drawing.

In general the work shall be carried out as per the standard specification of P.W.D., C.P.W.D.,

relevant drawing and as per the instruction of Engineer in charge.

Materials:-

Teak wood in shutters shall confirm to M-29 (29.1 to 29.6.1 / P.15,16 / V.1), The SS jali
having SS wire of average aperture 1.4mm & wire dia of 0.63mm, The fixtures and fasting as
describe above description shall be confirmed to M-43 (43.1 to 43.15.1 / P.19,20 / V.1) and as
specified in item.

Workmanship:

Workmanship for window shutters shall confirm to 10.12 (A) (I) (2.0. to 2.5.1 /P.69 / V.1) (Read
s.s. jail )

Fixtures and fastening:-

The rate shall includes s.s. hinges (Royal) 100mm x 12 gauge, Aluminum handle of 100mm, s.s.
magnate shutter catcher, all this fixing with ss screws and fitting as per table given in annexure I-
IT (P.188, 189 / V.1) and as per detailed drawing given by architect at the time of execution of
work.

Mode of measurement and payment:-

The rate including cost of all materials, tools, plants and labour involved in satisfactory
completion of work including cost of painting etc. The rate shall be for unit of one square
meter as per actual work done.

The work shall be carried out as per detailed drawings and as directed by EIC.

Measurement shall be in square meter of the actual work done.






